
NV358 - 14G Double NVTH Straps - with 2 ply 18G seat
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14G Strap
Product

Code

Dimension
H

(inches)

	 *NV358-12	 NVTH16	 12

	 *NV358-14	 NVTH18	 14

	 *NV358-16	 NVTH20	 16

	 NV358-20	 NVTH24	 20

	 *NV358-22	 NVTH26	 22

	 NV358-24	 NVTH28	 24

	 *NV358-26	 NVTH30	 26

	 *NV358-32	 NVTH36	 32

	 *NV358-44	 NVTH48	 44

Total No.
of Fasteners
in 2 Straps

10d x 3”

Total No.
of Fasteners

in Seat
10d x 3”

Allowable Loads (lbs.)

Uplift L1 L2

	 8	 8	 2245	 1961	 1839

	 10	 8	 2525	 2206	 2068	

	 12	 8	 2806	 2452	 2298

	 14	 8	 3086	 2697	 2528

	 16	 8	 3367	 2942	 2758	
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Code

Dimension
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	 *NV458-12	 NVTH16	 12

	 *NV458-14	 NVTH18	 14

	 NV458-16	 NVTH20	 16

	 NV458-20	 NVTH24	 20

	 *NV458-22	 NVTH26	 22

	 NV458-24	 NVTH28	 24

	 *NV458-26	 NVTH30	 26

	 *NV458-32	 NVTH36	 32

	 *NV458-44	 NVTH48	 44

Total No.
of Fasteners
in 2 Straps

10d x 3”

Total No.
of Fasteners

in Seat
10d x 3”

Allowable Loads (lbs.)

Uplift L1 L2

	 8	 8	 2245	 2783	 2078

	 10	 8	 2525	 3131	 2338	

	 12	 8	 2806	 3479	 2597

	 14	 8	 3086	 3827	 2857

	 16	 8	 3367	 4175	 3117	

Notes:
1. Minimum embedment into concrete 4”.
2. Nails are necessary in straps and seat to achieve design loads.
3. This table is based on Florida Approval 16294-R2 Tables 7 & 8. and Miami-Dade NOA 15-0507.03
4. See General Notes, page 01.
5. Not a stock item, call for availability.
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NV458 - 14G Double NVTH Straps - with 3 ply 18G seat
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