
Design Features:	 Universal design eliminates the need for special seats to support floor and roof joists.
Materials:	 (1) 1/4” Black steel - ASTM A36 Steel
	 (2) Minimum concrete strength of 2,500 psi

Product
Code Thickness

W H BS Wood Header Wood Joist Floor 100% Roof 125%

Fasteners Allowable Loads (lbs)Dimensions

NVSA-44 1/4” 4” 4” 1273 1273
2-16d +

two 1/2” dia x
2 1/2” lag 

screws

2-16d +
two 1/2” dia x

2 1/2” lag 
screws

3 1/2”

Notes:	
1)  Two 16d nails and two 1/2” lag screws are used, in wood header and wood joist.	
2)  Two 1/2” diameter wedge type expansion anchors are used in concrete header and 2- 16d nails & two 1/2” dia x 2-1/2” lag screws in wood joists.
3)  Signed and Sealed copies by Florida P.E. available upon request.
4)  Other sizes are available, contact office.

Fastener Schedule
2500 PSI  

concrete header

1/2” dia. Wedge type
expansion anchor 2 1/4”

embedment

Allowable loads:
Floor and roof loads

(lbs)

1540

Vipin N. Tolat, P.E.
(Civil)

FL. Reg. #12847

15123 Lantern
Creek Lane
Houston,TX
77068
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